AMENDMENT UNDER 37 C.F.R. § 1.114(C) 

U.S. Application No. 09/512,088 



Q57985 



AMENDMENTS TO THE CLAIMS 

This listing of claims will replace all prior versions and listings of claims in the 

Application: 

1. (currently arjiended): A method for transferring MPOA packets in an ATM network, 
the method compri sin§ 

determining by an MPOA server which has received an address resolution request packet 
from an MPOA client whether or not said address resolution request packet is to be forwarded to 
another MPOA server or another MPOA client based on layer 3 packet filter information. 



\ 



2. (currently amended): TheA method for transferring MPOA packets according to 
claim 1, the method comprising : 

transmitting by said MPOA client a source layer 3 address of the data packet that is to be 
a short cut, said Source layer 3 address being added as an extension to the MPOA address 
resolution request packet; and 

determining by said MPOA server whether or not said MPOA address resolution request 



^Cr^ri^t^b^forwar^^ or the other MPOA client based on said 

source layer 3 address placed in the extension and a destination layer 3 address in the MPOA 
address resolution request packet received from said MPOA client, after verifying the layer 3 
packet filter information. 
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3. (currently amendep): TheA method for transferring MPOA packets according to 
claim 1, the method comprising : 

said MPOA client notifying a source layer 3 address processor by a client MPOA packet 
processor in said MPOA client of a MPOA address resolution request operation and a source 
layer 3 address information; 

said MPOA client nudging by the source layer 3 address processor about whether or not 
an outer instruction of said MPOA address resolution request operation directs including the 
source layer 3 address in pe MPOA packet extension; and 

said MPOA clienft transmitting to an MPOA server by a client MPOA packet transmitting 
portion the MPOA address resolution request packet with the MPOA packet extension added at 
said client MPOA pack it processor. 



4. (currently ai tended): The A method for transferring MPOA packets according to 
claim 1, the method comprising : 

a MPOA packet receiving portion of said MPOA server receiving the MPOA address 



resolution request pac ketirom said MPO A-clientf 



a MPOA packet processor of said MPOA server checking about whether or not the 



source layer 3 addres ; 



obtaining the source 



is included in the received MPOA address resolution request packet; and 



when said soiree layer 3 address is included, said server MPOA packet processor 



ayer 3 address and a destination layer 3 address; 
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a layer 3 filter retrieving portion retrieving a layer 3 filter information using said source 
layer 3 address and said destination layer 3 address as the key; 

said server MPOA pi cket processor judging ^whether or not to permit passage of the 
filter; and 

directing the execution of error processing, 

wherein when passage of said filter is not permitted, directing the execution of processing 
for forwarding the receiveq MPOA address resolution packet to the other MPOA server or the 
other MPOA client. 



5. (currently amended): TheA method for transferring MPOA packets according to 
claim 4, wherein the erroij processing is a process for transmitting the MPOA packet which 



indicates that the address 



resolution has been failed toward the MPOA client. 



6. (new): A system for transferring multi-protocol over asynchronous transfer mode 



(MPOA) packets in an as 



server ,jthe server comprising 



an MPOA packei 
packet from an MPOA c 

an MPOA packet 
information, whether or 



ynchronous transfer mode (ATM) network, said system including a 



receiving portion configured to receive an address resolution request 
ient; and 

processor configured to determine, based on layer 3 packet filter 
not the address resolution request packet is to be forwarded, the 
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forwarding being directed toward at least one of another MPOA server and another MPOA 
client. 



7. (new): The systfem of claim 6, wherein the MPOA client is configured to transmit a 



source layer 3 address of 



tie data packet that is to be a short cut, the source layer 3 address being 



said MPOA serve 



added as an extension to t le MPOA address resolution request packet, and 



is configured to determine, based on the source layer 3 address placed 



in the extension and a de; tination layer 3 address in the MPOA address resolution request packet 



received from the MPO^ 



client, whether or not the MPOA address resolution request packet is 



to be forwarded, after ve ifying the layer 3 packet filter information. 



8. (new): The s 
the MPOA cliem 



MPOA packet processoi 
and a source layer 3 add 

the MP OA_client 

not an outer instruction of 
source layer 3 address it 

said MPOA cliet&t 
transmitting portion the 
extension added at the c 



/stem of claim 6, comprising: 

configured to notify a source layer 3 address processor by a client 
in the MPOA client of a MPOA address resolution request operation 
ess information; 

configured-to-judge by-the-souree4ayer-3-address processor whethenof 
said MPOA address resolution request operation directs including the 
the MPOA packet extension; and 

configured to transmit to an MPOA server by a client MPOA packet 
MPOA address resolution request packet with the MPOA packet 
ient MPOA packet processor. 
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layer 3 address is incluc 



9. (new): The system of claim 6, comprising : 

said MPOA pack it processor of said MPOA server checking whether or not the source 

^d in the received MPOA address resolution request packet; and 
said server MP(I)A packet processor configured to obtain, when said source layer 3 
address is included, thi source layer 3 address and a destination layer 3 address; 



a layer 3 filter 
portion configured to 
destination layer 3 ad 



wherein wher 



•etrieving portion arranged in the server, said layer 3 filter retrieving 
etrieve a layer 3 filter information using the source layer 3 address and the 
ress as the key; 

said server MfOA packet processor configured to judge whether or not to permit passage 
of the filter and to diiect the execution of error processing, 

passage of said filter is not permitted, directing the execution of processing 
for forwarding the received MPOA address resolution packet to the other MPOA server or the 
other MPOA client. 

10. (new): The system of claim 9, wherein the error processing is a process for 
ti^smitting Jhe MPO A .packet which-indicates-that-the-address resolution has-been failed toward 
the MPOA client. 
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